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Application

• Orchards

• Pastures

• Vegetables

Features 

15mm Brass Part Circle 
Code: 101BPC15mm

• 15mm MBSP inlet

• 10/64” single nozzle

• Part of full circle operation in same 
sprinkler

• Body/Nozzle – brass construction

15mm Metal Epoxy Coated Part Circle 
Code: 101BLOCK

• 15mm MBSP inlet

• 3.9mm single nozzle brass

• 24˚ Trajectory

• Part of ful circle operation in same 
sprinkler

• Body/Nozzle – brass construction

Pressure 
(kPa)

Diameter of 
Throw (m)

Flow Rate 
(Lpm)

200 22.0 14.5

300 23.8 17.7

400 25.0 20.5

Pressure 
(kPa)

Diameter of 
Throw (m)

Flow Rate 
(Lpm)

200 21.0 14.8

300 22.0 18.0

400 24.0 20.8

Ordering Information

Code Description

101BPC15mm 15mm Brass Part Cirlce Impact Sprinkler

101BLOCK 15mm Brass Block Sprinkler

101BPC15mm 101BLOCK

Super Heavy Duty Galvanised Steel  
Sprinkler Base
Code: 101SLED32

Stable circular base suitable for impact 
sprinklers in mobile applications such as 
open space turf

• 32mm FBSP Outlet

• 32mm MBSP Inlet

• Weight: 3.85 kg

• Diameter: 450mm

• Height: 182mm

15mm Brass Part Circle 
Impact Sprinklers

Sprinkler Sled Bases

Polypropylene Sprinkler Base
Code: 1014398

Mini sprinkler sled for inline tube and 
mobile applications such as bowling 
greens.

• 15mm FBSP Outlet 

• 15mm MBSP Inlet

• Suitable for tube sizes up to 19mm

• Weight 0.13 kg

• Diameter: 305mm

• Height: 90mm

Heavy Duty Galvanised Steel 
Sprinkler Base
Code: 101SLED20

Stable circular base suitable for impact 
sprinklers in mobile applications such as 
open space turf

• 20mm FBSP Outlet

• 20mm MBSP Inlet

• Weight: 1.5 kg

• Diameter: 355mm

• Height: 107mm


