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Code: 101PGAT
¼” BSPM threaded pressure test point. 
Suitable for pressures up to 400 kPa. 
Suits 101PGN.

Ordering Information

Code Description

1012841 Pressure Gauge - Glycerine Filled 0-250 kPa (30 psi)

1012842 Pressure Gauge - Glycerine Filled 0-400 kPa (60 psi)

1012843 Pressure Gauge - Glycerine Filled 0-1000 kPa (145 psi)

995-01 Flow Gauge kit (U.S. Gallons and P.S.I)

1012844 Pitot Tube Assembly

1012846 Pressure Gauge Adaptor (1/4” FBSP to Schrader Valve) 

1012847 Schrader Valve 1/8” MBSP

1012849 Pressure Test Assembly 20 mm

101PGAT Pressure Gauge Adaptor 1/4” MBSP Thread

101PGAB Pressure Gauge Adaptor Barbed

101PGN Needle to adapt Pressure Gauge (1/4”) suits 101PGAT and 101PGAB

Code: 101PGN
¼” female threaded adaptor to suit 
1012841, 1012842 and 1012843 
pressure gauges. Needle inserts into 
101PGAB and 101PGN for pressure 
measurement

Code: 101PGAB
4mm barbed pressure test adaptor 
for direct insertion into low density 
polyethylene pipe. For use up to 400 kPa. 
Suits 101PGN.

Code: 1012846
Screws directly onto pressure gauge and 
used to measure pressure from 1012487 
and 1012849

Code: 1012844
Pitot Tube Assembly for measuring pressure 
direct from a sprinkler nozzle. Threaded to 
screw onto pressure gauge.

Code: 1012847
1/8” MBSP Schrader Valve

Code: 1012849
20mm Pressure test Assembly. Schrader 
valve pre-fitted to 20mm PVC end cap. 
Suits 20mm PVC pipe.

Pressure Gauges
• Glycerine filled

• ¼” BSP male thread
1012841   0-250 kPa gauge
1012842   0-400 kPa gauge
1012843   0-1000 kPa gauge

Flow and Pressure Gauge Kit 995-01
Makes determining your water capacity for 
a sprinkler system a breeze. Simply attach 
this gauge, and it will tell you the two key 
factors to designing your system, water 
pressure and gallons per minute. No more 
guesswork!

• Use on outside tap, not in line. 

• Use adjustment knob to balance PSI 
with Gpm 

• ½” NPT female threaded inlet

• Maximum pressure 160 psi (1103 kPa)

• Maximum Flow – 13 US Gpm (49 Lpm)

• Gauges show US Gpm and psi only

Pressure Gauges and Adaptors


